IN THE SPECIFICATION 
Page 6, paragraph 1 , cancel 39" and 29' in line 7, insert --39A, 29A-- respectively. 

The member 18 may be constructed of a rebar 28 as shown in FIG. 4. The rebar 28 
has an upper end portion 35 having threads 29 and a lower end portion 36. The upper end 
portion 35 terminates with the welded upper stud 39 extending beyond the bond beam 11. 
The upper end portion 35 is secured to the bond beam by a washer 38 and a nut 37 to 
tension the rebar 28 when tightening the nut 37. The member 18 can be made of any 
substantially non-stretchable bar. A sleeve 33 may be provided as before to create 
passageway 34. A welded, threaded lower stud [[39']] 39A having threads [[29']] 29A may 
be provided if desired. 

Page 6, paragraph 2, rewrite as follows to replace 39", 39, lines 2, 4 respectively with --45-- 
to correct an error in designation. 

Alternatively, the tension member may be a long threaded rod or bolt 40. The upper 
end portion 42 includes a threaded stud [[39']] 45 as shown in FIG. 5. The lower portion 
41 may be threaded as shown or have some other irregularity or bulbous connector affixed 
thereto, as with member 18. The upper end portion 42, which includes welded upper stud 
[[39]] 45, is secured to the bond beam 11 by a fastener or a washer 43 and a nut 44. 
Sleeve 47 and passageway 46 are as before. 

Page 6, paragraph 3, rewrite as follows to add -- 52-- after "hook members" in line 5. 

In FIG. 6, another embodiment of the upper portion of the tension member 18 
illustrated in FIG. 3 is shown at 48. The apparatus is substantially identical to the upper 
end portion 20 illustrated in FIG. 3 with additional features. In lieu of washer 25, plate 50 is 
provided with sufficient width to provide for flanges 51 over the upper edges 55 of bond 
beam 11. Subtending hook members 52 having loop ends 53 carry horizontal rebars 54 to 
provide for additional strength. Sleeve 49 may terminate at the lower surface of bond 
beam or may continue through passageway 17 as shown in FIG. 3. 
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Page 6, last partial paragraph, line 2, rewrite to cancel 18' and insert -18A-. 

FIG. 8 illustrates a two-story application of the invention with the upper portion 56 
illustrated in FIGS. 9-10. The upper tension device [[18']] 18A includes the tension 
member 57 formed of wire rope and is preferably threadedly anchored over and to the 
projecting portion of upper stud 21 of upper portion 48 as illustrated in FIG. 6. The bulbous 
element 58 in this application has the wire rope 57 swaged into it as before. Element 58 is 
integral to an upper threaded stud portion 59 attached atop two plates 60 via washer 61 
and nut 62. Sleeve 63 is integral with nut 62 and passes through passageway 64 (FIG. 9). 
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